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WATER DISPENSERS FOR HO.RE.CA. UNIVERSE

AQA drink CATERING

The AQA drink CATERING is the ideal water dispenser for collective catering settings, such as company canteens and lunchrooms. 
It can be easily integrated into the self-service settings of these communal spaces.
The AQA drink CATERING is available with a choice of two chilling capacities, each version is equipped with 2 cold water taps each 
controlled by a 3-position button. 
The entire cabinet is made of 304L stainless steel and features a hatch for easy access to the machine and filtration system. 
The basic models of this water dispenser should be connected to a waste water line. 
This product line is also available with other chilling capacities and may be extensively configured with numerous options.

 → Ideal for school canteens and cafeterias
 → Cold water
 → Capacy: 80 to 120 l/h

It’s possible to combine BWT’s AQA drink mineralization and filtration solutions, so that you have valuable water rich in valuable 
minerals. In addition, periodic disinfection and cleaning can be performed using BWT’s EasyCare system.

 → 304L STAINLESS STEEL CABINET WITH A WIDE MAINTENANCE HATCH
 → AQA DRINK CATERING CAN BE EXTENSIVELY CUSTOMIZED ON REQUEST

POWERFUL AND ROBUST FOR COLLECTIVE CATERING

Internal drain water recovery system* and pedal*

Hygienic and safe dispensing area
DESIGN
The AQA drink CATERING, made in our factory in France, features 
a very hardwearing cabinet made entirely of 304L stainless 
steel 1 mm thick. The cold water tap aerators are protected by 
transparent corner guards.
The drip tray grate, also made of 304L stainless steel, can be 
removed to make daily cleaning as easy as possible. 
An access hatch on the front, locked by a single screw, and a 
removable, rear backsplash allow comfortable access to all 
components of the machine.

TECHNICAL FEATURES
Equipped with two reliable ice-banks with a capacity of 4,6 and 
9,6 l. Other versions can be fitted with more powerful ice banks. 
The cabinet is made entirely of 304L stainless steel 1 mm thick, 
conferring a service life on the machine that is renowned on the 
market. The AQA drink CATERING can be fitted with numerous 
options, allowing it to be configured and manufactured on 
request: touchless pedal or infrared sensor controls, controls for 
persons with reduced mobility, child sizes, ambient water or hot 
water taps, spray fillers.

INSTALLATION
The installation is very easy: a simple connection to the water 
mains using the supplied kit is all that is needed.

80 120

Item n° - WD 125591848 125591849

C - Cold 

A - Ambient - -

S - Sparkling - -

H - Hot - -

Cooling capacity l/h (Δt= 10°C) 80 120

Number of people (approx.) 30/80 80/120

Cooling technology Ice Bank

Cooling control -4 °C to +10 °C Thermostat

Recirculation pump/stirrer Stirrer

Compressor power 280 W 320 W

Refrigerant R134a

Carbonator capacity - -

Power supply 230 V / 50-60 Hz

Maximum power consumption 290 W 330 W

Pump type - -

Ø water inlet pipe 6,35 mm 7,93 mm

Ø CO2 inlet pipe - -

Maximum CO2 inlet pressure - -

Water inlet pressure (min./max.) 2 / 4,5 bar

Dimensions WD (WxDxH) mm 421x342x1412

Weight kg (approx.) 42 49

Material of construction Stainless steel 304L

Water selection point 3-position buttons

* Optional. Internal drain water recovery system* and pedal* are sold separatly
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